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MOUNTING PROFILES
 

Galvanized modular Budmat rail systems for mounting pipelines, ventilation

and cable ducts are designed to maximise mounting options and ease of use.

Mounting rail systems are one of the basic and vital components for installing

rectangular ventilation and air conditioning ducts. The mounting profiles we

offer enable the assembly of variously sized ventilation ducts, while the universal

perforation system allows for a correct selection of mounting rails and a quick

assembly of the structure. The wide range of perforated and non-perforated

mounting rails is also used in the manufacturing of many types of supports

and brackets.

USE 

•	 ventilation systems,

•	 air conditioning systems,

•	 supports,

•	 mounting brackets,

•	 central heating systems,

•	 flush systems,

•	 fire protection systems,

•	 chimney systems.



When it comes to steel processing, we know more about

it than most companies do. Over 30 years of experience,

as well as search for and implementation of innovative

solutions give us a leading position in the construction

industry. 

Our steel roof and facade coverings as well as finishing and

structural profiles can be found in over 30 countries all over

the world.

Explore our wide range of mounting profile systems.

BUDMAT

FOR YOUR INVESTMENT.
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A modern machine park as well as the knowledge

and experience of our specialists allow for the

implementation of a wide range of services.

Perforation and roller profiling of cold-bent profiles of CZS

type of elements up to a thickness of 3 mm and a length

of up to 15 m.

Bending of steel profiles:

• 4 mm thick and up to 13 m long using 300 ton press

brakes and a bending line length of 6500 mm each.

• 6 mm thick on an HD hydraulic press with a pressure

of 350 tons and a bending line length of 6100 mm.

Laser cutting of sheets up to 25 mm thick and maximum

dimensions 3000×1500 mm. Workpieces: structural steel

up to 25 mm (oxygen), stainless steel up to 20 mm (nitrogen)

and aluminium: up to 12 mm (nitrogen).

Laser cutting of pipes and profiles up to 8 mm thick

and surrounding wheel diameter 15-250 mm. Possibility of

processing tubes and profiles, as well as flat bars – shape

cutting of edges, and holes.

Perforating and punching/detailing of materials in the

structural steel thickness from 0,6 to 4 mm and stainless steel

from 0,6 to 3 mm.

RANGE OF

SERVICES

SAT, SATL as well as CA, LA and UA Budmat rails

are the basic components of the universal Budmat

rail system for low, average and high loads.

The mounting channel builds a channel section

at a dozen heights and widths. A full range of

dimensional options gives us unlimited selection

possibilities.

SAT and SATL profiles equipped with teeth

that strengthen the grip of Budmat structure

components enable pipes and support structures

to be fastened effectively. A pitch simplifies

the cutting of the profiles to size and adjusting

of the connectors.

The hot-dip galvanized components are

intended for indoor installation. We also offer an

innovative solution allowing for the components

to be installed outdoors and in highly corrosive

environments.

PRODUCTS
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3%

3.5%

Basic advantages:

•	 excellent corrosion resistance: three times better than galvanized steel

•	 (based on the results of exhibition tests),

•	 the self-regeneration effect provides excellent edge protection,

•	 the best and most cost-effective alternative to hot-dip galvanized 

steel,

•	 a wide range of grades and dimensions available,

•	 easy to process,

•	 eco-friendly.

What is Magnelis® ?

Magnelis® is a unique metallic coating that represents a breakthrough

in corrosion protection. It is the best material with numerous uses.

The unique chemical composition of the Magnelis® coating provides

unprecedented levels of surface and cut edge protection,

even in extremely hostile environments.

Powłokę Magnelis® coating is applied to a conventional  

continuous hot dip coating

line, but the bath contains an admixture of 3.5% aluminum

and 3% magnesium.

Oil or E-passivation®

Oil or E-passivatio®

Magnelis® coating

Magnelis® coating

Steel core

The Magnelis® coating is a naturally dark gray color.

The material is secured with environmentally friendly E-passivation® and oiled on request.

Magnelis® is a registered trademark of ArcelorMittal Flat Carbon Europe S.A. 
The materials used are from the ArcelorMittal Magnelis® catalogue Think strategically.
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MOUNTING PROFILE

SATL

41

21

1,5
2,0
2,5

22

L

b

A

41

41

22

1,5
2,0
2,5

L

b

41

62

22

2,0
2,5

L

b 30

50

L

14

41

82

22

2,0
2,5

L

b

No. Identification  or the order
Length 
[mm]

Wall 
thickness 
[mm]

1 SATL 41x21x1,5 - 2000 2000 1,5

2 SATL 41x21x1,5 - 3000 3000 1,5

3 SATL 41x21x1,5 - 4000 4000 1,5

4 SATL 41x21x1,5 - 5000 5000 1,5

5 SATL 41x21x1,5 - 6000 6000 1,5

6 SATL 41x21x2,0 - 2000 2000 2,0

7 SATL 41x21x2,0 - 3000 3000 2,0

8 SATL 41x21x2,0 - 4000 4000 2,0

9 SATL 41x21x2,0 - 5000 5000 2,0

10 SATL 41x21x2,0 - 6000 6000 2,0

11 SATL 41x21x2,5 - 2000 2000 2,5

12 SATL 41x21x2,5 - 3000 3000 2,5

13 SATL 41x21x2,5 - 4000 4000 2,5

14 SATL 41x21x2,5 - 5000 5000 2,5

15 SATL 41x21x2,5 - 6000 6000 2,5

No. Identification  or the order
Length 
[mm]

Wall 
thickness 
[mm]

1 SATL 41x62x2,0 - 2000 2000 2,0

2 SATL 41x62x2,0 - 3000 3000 2,0

3 SATL 41x62x2,0 - 4000 4000 2,0

4 SATL 41x62x2,0 - 5000 5000 2,0

5 SATL 41x62x2,0 - 6000 6000 2,0

6 SATL 41x62x2,5 - 2000 2000 2,5

7 SATL 41x62x2,5 - 3000 3000 2,5

8 SATL 41x62x2,5 - 4000 4000 2,5

9 SATL 41x62x2,5 - 5000 5000 2,5

10 SATL 41x62x2,5 - 6000 6000 2,5

No. Identification  or the order
Length 
[mm]

Wall 
thickness 
[mm]

1 SATL 41x41x1,5 - 2000 2000 1,5

2 SATL 41x41x1,5 - 3000 3000 1,5

3 SATL 41x41x1,5 - 4000 4000 1,5

4 SATL 41x41x1,5 - 5000 5000 1,5

5 SATL 41x41x1,5 - 6000 6000 1,5

6 SATL 41x41x2,0 - 2000 2000 2,0

7 SATL 41x41x2,0 - 3000 3000 2,0

8 SATL 41x41x2,0 - 4000 4000 2,0

9 SATL 41x41x2,0 - 5000 5000 2,0

10 SATL 41x41x2,0 - 6000 6000 2,0

11 SATL 41x41x2,5 - 2000 2000 2,5

12 SATL 41x41x2,5 - 3000 3000 2,5

13 SATL 41x41x2,5 - 4000 4000 2,5

14 SATL 41x41x2,5 - 5000 5000 2,5

15 SATL 41x41x2,5 - 6000 6000 2,5

 

 
No. Identification  or the order

Length 
[mm]

Wall 
thickness 
[mm]

1 SATL 41x82x2,0 - 2000 2000 2,0

2 SATL 41x82x2,0 - 3000 3000 2,0

3 SATL 41x82x2,0 - 4000 4000 2,0

4 SATL 41x82x2,0 - 5000 5000 2,0

5 SATL 41x82x2,0 - 6000 6000 2,0

6 SATL 41x82x2,5 - 2000 2000 2,5

7 SATL 41x82x2,5 - 3000 3000 2,5

8 SATL 41x82x2,5 - 4000 4000 2,5

9 SATL 41x82x2,5 - 5000 5000 2,5

10 SATL 41x82x2,5 - 6000 6000 2,5
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MOUNTING PROFILE

SAT

41

21

1,5
2,0
2,5

22

L

b

41
41

22

1,5
2,0
2,5

L

b

A

62

41

22

2,0
2,5

L

b

41

82

22

2,0
2,5

L

b

13

36,5

62,5

L

No. Identification  or the order
Length 
[mm]

Wall 
thickness 
[mm]

1 SAT 41x21x1,5 - 2000 2000 1,5

2 SAT 41x21x1,5 - 3000 3000 1,5

3 SAT 41x21x1,5 - 4000 4000 1,5

4 SAT 41x21x1,5 - 5000 5000 1,5

5 SAT 41x21x1,5 - 6000 6000 1,5

6 SAT 41x21x2,0 - 2000 2000 2,0

7 SAT 41x21x2,0 - 3000 3000 2,0

8 SAT 41x21x2,0 - 4000 4000 2,0

9 SAT 41x21x2,0 - 5000 5000 2,0

10 SAT 41x21x2,0 - 6000 6000 2,0

11 SAT 41x21x2,5 - 2000 2000 2,5

12 SAT 41x21x2,5 - 3000 3000 2,5

13 SAT 41x21x2,5 - 4000 4000 2,5

14 SAT 41x21x2,5 - 5000 5000 2,5

15 SAT 41x21x2,5 - 6000 6000 2,5

No. Identification  or the order
Length 
[mm]

Wall 
thickness 
[mm]

1 SAT 41x62x2,0 - 2000 2000 2,0

2 SAT 41x62x2,0 - 3000 3000 2,0

3 SAT 41x62x2,0 - 4000 4000 2,0

4 SAT 41x62x2,0 - 5000 5000 2,0

5 SAT 41x62x2,0 - 6000 6000 2,0

6 SAT 41x62x2,5 - 2000 2000 2,5

7 SAT 41x62x2,5 - 3000 3000 2,5

8 SAT 41x62x2,5 - 4000 4000 2,5

9 SAT 41x62x2,5 - 5000 5000 2,5

10 SAT 41x62x2,5 - 6000 6000 2,5

No. Identification  or the order
Length 
[mm]

Wall 
thickness 
[mm]

1 SAT 41x41x1,5 - 2000 2000 1,5

2 SAT 41x41x1,5 - 3000 3000 1,5

3 SAT 41x41x1,5 - 4000 4000 1,5

4 SAT 41x41x1,5 - 5000 5000 1,5

5 SAT 41x41x1,5 - 6000 6000 1,5

6 SAT 41x41x2,0 - 2000 2000 2,0

7 SAT 41x41x2,0 - 3000 3000 2,0

8 SAT 41x41x2,0 - 4000 4000 2,0

9 SAT 41x41x2,0 - 5000 5000 2,0

10 SAT 41x41x2,0 - 6000 6000 2,0

11 SAT 41x41x2,5 - 2000 2000 2,5

12 SAT 41x41x2,5 - 3000 3000 2,5

13 SAT 41x41x2,5 - 4000 4000 2,5

14 SAT 41x41x2,5 - 5000 5000 2,5

15 SAT 41x41x2,5 - 6000 6000 2,5

No. Identification  or the order
Length 
[mm]

Wall 
thickness 
[mm]

1 SAT 41x82x2,0 - 2000 2000 2,0

2 SAT 41x82x2,0 - 3000 3000 2,0

3 SAT 41x82x2,0 - 4000 4000 2,0

4 SAT 41x82x2,0 - 5000 5000 2,0

5 SAT 41x82x2,0 - 6000 6000 2,0

6 SAT 41x82x2,5 - 2000 2000 2,5

7 SAT 41x82x2,5 - 3000 3000 2,5

8 SAT 41x82x2,5 - 4000 4000 2,5

9 SAT 41x82x2,5 - 5000 5000 2,5

10 SAT 41x82x2,5 - 6000 6000 2,5
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MOUNTING PROFILE

CA

30

15

15

1,5

27

18

15

1,25

30

20

15

1,75
2,0

28

30

15

1,5
1,75

30

30

15

1,5
1,75
2,0

30

45

15

1,75
2,0

L
62,5

36,5

11

No. Identification  or the order
Length 
[mm]

Wall 
thickness 
[mm]

1 CA 27x18x1,25 - 2000 2000 1,25

2 CA 27x18x1,25 - 3000 3000 1,25

3 CA 27x18x1,25 - 6000* 6000* 1,25

No. Identification  or the order
Length 
[mm]

Wall 
thickness 
[mm]

1 CA 30x15x1,5 - 2000 2000 1,5

2 CA 30x15x1,5 - 3000 3000 1,5

3 CA 30x15x1,5 - 6000* 6000* 1,5

No. Identification  or the order
Length 
[mm]

Wall 
thickness 
[mm]

1 CA 30x30x1,5 - 2000 2000 1,5

2 CA 30x30x1,5 - 3000 3000 1,5

3 CA 30x30x1,5 - 5000 5000 1,5

4 CA 30x30x1,5 - 6000* 6000* 1,5

5 CA 30x30x1,75 - 2000 2000 1,75

6 CA 30x30x1,75 - 3000 3000 1,75

7 CA 30x30x1,75 - 5000 5000 1,75

8 CA 30x30x1,75 - 6000* 6000* 1,75

9 CA 30x30x2,0 - 2000 6000* 2,0

10 CA 30x30x2,0 - 3000 3000 2,0

11 CA 30x30x2,0 - 5000 5000 2,0

12 CA 30x30x2,0 - 6000* 6000* 2,0

No. Identification  or the order
Length 
[mm]

Wall 
thickness 
[mm]

1 CA 30x45x1,75 - 2000 2000 1,75

2 CA 30x45x1,75 - 3000 3000 1,75

3 CA 30x45x1,75 - 5000 5000 1,75

4 CA 30x45x1,75 - 6000* 6000* 1,75

5 CA 30x45x2,0 - 2000 2000 2,0

6 CA 30x45x2,0 - 3000 3000 2,0

7 CA 30x45x2,0 - 5000 5000 2,0

8 CA 30x45x2,0 - 6000* 6000* 2,0

No. Identification  or the order
Length 
[mm]

Wall 
thickness 
[mm]

1 CA 28x30x1,5 - 2000 2000 1,5

2 CA 28x30x1,5 - 3000 3000 1,5

3 CA 28x30x1,5 - 6000* 6000* 1,5

4 CA 28x30x1,75 - 2000 2000 1,75

5 CA 28x30x1,75 - 3000 3000 1,75

6 CA 28x30x1,75 - 6000* 6000* 1,75

No. Identification  or the order
Length 
[mm]

Wall 
thickness 
[mm]

1 CA 30x20x1,75 - 2000 2000 1,75

2 CA 30x20x1,75 - 3000 3000 1,75

3 CA 30x20x1,75 - 6000* 6000* 1,75

4 CA 30x20x2,00 - 2000 2000 2,0

5 CA 30x20x2,00 - 3000 3000 2,0

6 CA 30x20x2,00 - 6000* 6000* 2,0

* Profile pod zamówienie

8



MOUNTING PROFILE

CA

38

40

17

2,0

1,5
1,75

L

b

60

40

17

1,5
1,75
2,0

L

b

40

20

22

1,5
1,75
2,0

L

b

40

40

22

1,5
1,75
2,0

L

b

40

60

22

1,5
1,75
2,0

L

b

No. Identification  or the order
Length 
[mm]

Wall 
thickness 
[mm]

1 CA 40x60x1,5 - 2000 2000 1,5

2 CA 40x60x1,5 - 3000 3000 1,5

3 CA 40x60x1,5 - 5000 5000 1,5

4 CA 40x60x1,5 - 6000* 6000* 1,5

5 CA 40x60x1,75 - 2000 2000 1,75

6 CA 40x60x1,75 - 3000 3000 1,75

7 CA 40x60x1,75 - 5000 5000 1,75

8 CA 40x60x1,75 - 6000* 6000* 1,75

9 CA 40x60x2,0 - 2000 2000 2,0

10 CA 40x60x2,0 - 3000 3000 2,0

11 CA 40x60x2,0 - 5000 5000 2,0

12 CA 40x60x2,0 - 6000* 6000* 2,0

No. Identification  or the order
Length 
[mm]

Wall 
thickness 
[mm]

1 CA 40x20x1,5 - 2000 2000 1,5

2 CA 40x20x1,5 - 3000 3000 1,5

3 CA 40x20x1,5 - 6000*  6000* 1,5

4 CA 40x20x1,75 - 2000 2000 1,75

5 CA 40x20x1,75 - 3000 3000 1,75

6 CA 40x20x1,75 - 6000* 6000* 1,75

7 CA 40x20x2,0 - 2000 2000 2,0

8 CA 40x20x2,0 - 3000 3000 2,0

9 CA 40x20x2,0 - 6000* 6000* 2,0

10 CA 40x60x2,0 - 3000 3000 2,0

11 CA 40x60x2,0 - 5000 5000 2,0

12 CA 40x60x2,0 - 6000* 6000* 2,0

No. Identification  or the order
Length 
[mm]

Wall 
thickness 
[mm]

1 CA 38x40x1,5 - 2000 2000 1,5

2 CA 38x40x1,5 - 3000 3000 1,5

3 CA 38x40x1,5 - 5000 5000 1,5

4 CA 38x40x1,5 - 6000* 6000* 1,5

5 CA 38x40x1,75 - 2000 2000 1,75

6 CA 38x40x1,75 - 3000 3000 1,75

7 CA 38x40x1,75 - 5000 5000 1,75

8 CA 38x40x1,75 - 6000* 6000* 1,75

9 CA 38x40x2,0 - 2000 2000 2,0

10 CA 38x40x2,0 - 3000 3000 2,0

11 CA 38x40x2,0 - 5000 5000 2,0

12 CA 38x40x2,0 - 6000* 6000* 2,0

No. Identification  or the order
Length 
[mm]

Wall 
thickness 
[mm]

1 CA 40x40x1,5 - 2000 2000 1,5

2 CA 40x40x1,5 - 3000 3000 1,5

3 CA 40x40x1,5 - 5000 5000 1,5

4 CA 40x40x1,5 - 6000* 6000* 1,5

5 CA 40x40x1,75 - 2000 2000 1,75

6 CA 40x40x1,75 - 3000 3000 1,75

7 CA 40x40x1,75 - 5000 5000 1,75

8 CA 40x40x1,75 - 6000* 6000* 1,75

9 CA 40x40x2,0 - 2000 2000 2,0

10 CA 40x40x2,0 - 3000 3000 2,0

11 CA 40x40x2,0 - 5000 5000 2,0

12 CA 40x40x2,0 - 6000* 6000* 2,0

* Profile pod zamówienie
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MOUNTING PROFILE

UA

UA 
30×30×30

30 30

30

2,0
3,0

A C

B

L

b

A

13

� 10
� 12

� 10
� 12

25 25 25

L

� 11
� 11

50 50

L

B

C

12

36 50

L

13

L

b

A

13

� 10
� 12

� 10
� 12

25 25 25

L

� 11
� 11

50 50

L

B

C

12

36 50

L

13

L

b

A

13

� 10
� 12

� 10
� 12

25 25 25

L

� 11
� 11

50 50

L

B

C

12

36 50

L

13

L

b

A

13

� 10
� 12

� 10
� 12

25 25 25

L

� 11
� 11

50 50

L

B

C

12

36 50

L

13

No. Identification  or the order
Length 
[mm]

Wall 
thickness 
[mm]

1 UA 30x30x2,0 - 2000 2000 2,0

2 UA 30x30x2,0 - 3000 3000 2,0

3 UA 30x30x2,0 - 6000* 6000* 2,0

4 UA 30x30x3,0 - 2000 2000 3,0

5 UA 30x30x3,0 - 3000 3000 3,0

6 UA 30x30x3,0 - 6000* 6000* 3,0
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MOUNTING PROFILE

UA

UA 
50

UA 
75

UA 
100

UA 
125

UA 
150

48,8

40
L

b

2

73,8

40

b

L

2

98,8

40

b

L

2

123,8

40

b

L

2

148,8

40

b

L

2

10
random

� 8,5

40

34

8,2

73
,8

; 9
8,

8;
 1

23
,8

; 1
48

, 8

48,8

random 10

40

8,2
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MOUNTING PROFILE

L A

30

30

3,0
2,0

b

L

13

� 10
� 12

� 10
� 12

25 25 25

L

12

36 50

L

13

No. Identification  or the order
Length 
[mm]

Wall 
thickness 
[mm]

1 LA 30x30x2,0 - 2000 2000 2,0

2 LA 30x30x2,0 - 3000 3000 2,0

3 LA 30x30x2,0 - 6000* 6000* 2,0

4 LA 30x30x3,0 - 2000 2000 3,0

5 LA 30x30x3,0 - 3000 3000 3,0

6 LA 30x30x3,0 - 6000*  6000* 3,0
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MOUNTING PROFILE

PV

D

13 62,5

36,5 31,25

31,25

375

L

62,5

11

13

D ( 2 : 1 )

20

10
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PHOTOVOLTAIC PROFILE

TRACK 

1

1

2

2

3

3

4

4

5

5

6

6

A A

B B

C C

D D

Budmat.

 

Zaprojektowany przez Sprawdzony przez Zatwierdzony przez

1 / 1 
Wydanie Arkusz

Data

1 : 2

Nazwa części

MasaMateriałSkala

A3
Papier

Data

2023-01-09

Nazwa systemu

Moduły fotowoltaiczne

V20 SI TC44 L3510

05110
1

34
09

34
59

35
10

51 50 3308 50 51

2szt. 14x30 2szt. 14x30
19,5

19,5

22
22

44

1,
522

22

3510

19
,5

44

1

1

2

2

3

3

4

4

5

5

6

6

A A

B B

C C

D D

Budmat.

 

Zaprojektowany przez Sprawdzony przez Zatwierdzony przez

1 / 1 
Wydanie Arkusz

Data

1 : 2

Nazwa części

MasaMateriałSkala

A3
Papier

Data

2023-01-09

Nazwa systemu

Moduły fotowoltaiczne

V20 SI TC44 L3560

05010
0

15
0

34
10

34
60

35
10

35
60

50 50 50 3260 50 50 50

3szt. 14x30 3szt. 14x30
19,5

19,5

22
22

44

1,
522

22

3560

19
,5

44
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PHOTOVOLTAIC PROFILE

TRACK

1

1

2

2

3

3

4

4

5

5

6

6

A A

B B

C C

D D

Budmat.

 

Zaprojektowany przez Sprawdzony przez Zatwierdzony przez

1 / 1 
Wydanie Arkusz

Data

1 : 4

Nazwa części

MasaMateriałSkala

FWD2 FSP T L3620A3
Papier

Data

2021-12-09

Nazwa systemu

Moduły fotowoltaiczne

40

40

2x 14x70

3620

1,5

20
20

61 3498 61

061

35
59

36
20

20
20

1

1

2

2

3

3

4

4

5

5

6

6

A A

B B

C C

D D

Budmat.

 

Zaprojektowany przez Sprawdzony przez Zatwierdzony przez

1 / 1 
Wydanie Arkusz

Data

1 : 2

Nazwa części

MasaMateriałSkala

A3
Papier

Data

2023-01-09

Nazwa systemu

Moduły fotowoltaiczne

T L40x20 L500

20
20

40

20

45 410 45

04545
5

50
0

2x 14x40

500

40
20

20
20

1,5
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PURLINS 

C,  Z,  S

Profile C+

Height 60 – 400 mm

Base 40 – 100 mm

Steel thickness 1,2 – 3,2 mm

*Length up to 16 600 mm

Profile C++

Height 100 – 400 mm

Base 40 – 100 mm

Steel thickness 1,25 – 3,2 mm

Length up to 16 600 mm

Profile C 

Height 60 – 400 mm

Base 40 – 100 mm

Steel thickness 1,2 – 3,2 mm

Length up to 16 600 mm

Profile S+

Height 140 – 400 mm

Base 60 – 100 mm

Steel thickness 1,5 – 3,2 mm

Length up to 16 600 mm

Profile S++

Height 100 – 400 mm

Base 50 – 100 mm

Steel thickness 1,5 – 3,2 mm

Length up to 16 600 mm

Profile S 

Height 140 – 400 mm

Base 60 – 100 mm

Steel thickness 1,5 – 3,2 mm

Length up to 16 600 mm

C C+ C++
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Open profiles 

Up to 4.0mm thickness - max. length 13 000mm

From 4.0mm to 8.0mm thickness - max length 6000mm

PURLINS 

C,  Z,  S

S

Z

S+

Z+

S++

Z++
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PARAMETERS

Designation and dimensions [a×b]

SAT/SATL LA CA  UA PV

41×21 41×41 41×62 41×82 30×30L 27×18 28×30 30×15 30×20 30×30 30×45 38×40 40×20 40×40 40×60 30 50 75 100 125 150 44x28

Wall thickness [mm]*

1,25 

1,5         

1,75        

1,8     

2,0                   

2,5   

3,0  

Anti-corrosion coating*

Zinc-coated                     

Magnelis                      

Dimensional markers on one of the sides of the product – Lightning-quick installation, assembly and cutting* 

              

Serrated edges for better blocking of accessories

   

Use – Load specification

Light          

Average                  

Heavy         

Standard lengths [mm]*

2000                 

2250 

3000                      

3500      

4000              

6000                

Longitudinal embossing type on the profile

None                  

Single    

Double    

 Standard
 Option

* We can customize profiles in terms of thickness, length and type of anti-corrosion coating upon request, once technical possibilities are agreed upon. 
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Designation and dimensions [a×b]

SAT/SATL LA CA  UA PV

41×21 41×41 41×62 41×82 30×30L 27×18 28×30 30×15 30×20 30×30 30×45 38×40 40×20 40×40 40×60 30 50 75 100 125 150 44x28

Wall thickness [mm]*

1,25 

1,5         

1,75        

1,8     

2,0                   

2,5   

3,0  

Anti-corrosion coating*

Zinc-coated                     

Magnelis                      

Dimensional markers on one of the sides of the product – Lightning-quick installation, assembly and cutting* 

              

Serrated edges for better blocking of accessories

   

Use – Load specification

Light          

Average                  

Heavy         

Standard lengths [mm]*

2000                 

2250 

3000                      

3500      

4000              

6000                

Longitudinal embossing type on the profile

None                  

Single    

Double    

 Standard
 Option

* We can customize profiles in terms of thickness, length and type of anti-corrosion coating upon request, once technical possibilities are agreed upon. 
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+48 505 197 629

tomasz.pufelski@budmat.com 

+48 514 196 885

robert.kapsa@budmat.com 

+48 502 197 981

daniel.kaptur@budmat.com 
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