
Instrukcja montażu 
stalowego systemu rynnowego Flamingo®

Assembly instructions 
for Square-shaped Steel Gutter System
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Roof Measurement System Selection

A

B
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C

H

up to 10O    EP= A 
× B

up to 10O    EP= (C +H/2) 
× A

135/ 80 up to 180 m2  

of the roof surface

135/ 80 yp to 100 m2  

of the roof surface

System Components

* System assembly possible in three arrangements:

Eaveless (Fig. 20), with spacing (Fig. 3), and with extended eaves (Fig. 21) 
** Use the “Bend” component

** Shoe

Pipe clipDownpipeUniversal gutter angle

Universal gutter angle

Stopend

Pipe socket

Bend

Drop outlet

Gutter joint

with clamp

Gutter

Concealed 

rafter bracket

Rafter bracket

Standard brackets

Concealed brackets

Fascia board

Concealed 

fascia board 

bracket

Flat stock fascia  
board bracket
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Concealed BracketMounting the Gutter on the Brackets

Concealed Bracket Cutting a Hole in the Gutter

Gutter Slope: 0.1 – 0.3%

Without snow guards With snow guards

1 mb

1-3 mm

Gap

1-2 cm

Bracket Spacing

Fascia brackets

Rafter brackets

Outer bracket 100 mm from the 
end of the eave (at the stopend)

Bend the flaps

Bend the flaps

Shears

Press down the gutter
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90 Degree Angle Mounting

* Mount the universal angle on the gutter 
joints with clamps

Preparation for the Mounting of Gutter  
Joints with Clamps

Bend the flaps

slip

Bend the 
flaps

At least 14 jags

Folding pliers

Gutter Joint with Clamp Mounting Gutter Joint with Clamp Mounting

Stopend Mounting Stopend Mounting and Sealing

Jags outside at all times

sealant
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Mount the pipe clips to the wall with
pin and plastic dowel

Eaveless Arrangement

Arrangement with Spacing Extended Eaves Arrangement

Pipe Clip Mounting Pipe Clip Mounting

Drop Outlet Mounting

Bend the 
flaps


