
Assembly Instructions for Universal 
Modular Drift Barge Flashings

Comply with all applicable health and safety regulations. Always wear protective clothing and

gloves when working. Avoid contact with sharp sheet edges, corners of sheets and of barge

flashings. Proceed with maximum caution when moving around and working on the roof. Use

safety rope and soft-soled shoes during installation.

1.
Before installing the universal modular Drift 

barge flashings, install the MOD System WW

inner barge flashings.

2.
Align the inner barge flashing with the 

roof slope edge.

3.
Install the barge flashing using mounting 

clips and 4.2.x32 flat head screws. 

 

Always carry out the installation from the 

eave towards the ridge.

INNER BARGE FLASHING

MOD WW 83 L/P SYSTEM



4.
Connect the barge flashings by sliding 

the flashing being installed onto the 

already installed one. 

The barge flashings are equipped 

with special locks enabling a slip-in 

connection.

1.
Install the modular universal Drift 

barge flashings after installing the 

fundamental roofing

and MOD System WW inner barge 

flashings.

2.
Between the roofing edge and the 

vertical surface of the inner barge 

flashing, maintain a gap of ca. 20 mm.

5.
The final barge flashings installed to the 

ridge need to be individually adjusted by 

cutting, depending on the length of the 

roof slope and the inclination angle of 

the roof.

DRIFT 150 OR DRIFT 180

MODULAR UNIVERSAL LOWER BARGE FLASHINGS 



4.
Connect the barge flashings by sliding 

the flashing being installed onto the 

already installed one. 

The barge flashings are equipped with 

special slip-in locks.

3.
Always carry out the installation from 

the eave towards the ridge.

Install the modular universal Drift 150 

or Drift 180 barge flashing using 4.2.x32 

flat head

screws.

Caution! Fasten the first barge flashing 

mounted to the eave with an additional 

4.8x35 Torx or Farmer screw.

5.
The final barge flashings installed to 

the top ridge need to be individually 

adjusted by cutting, depending on 

the length of the roof slope and the 

inclination angle of the roof.

Caution! Fasten the first barge flashing 

mounted to the eave with an additional 

4.8x35 Torx or Farmer screw.
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Slip-in lock

1.
Always install from bottom to top. To install, use 

4.2x32 flat head screws. Slide Drift 224

barge flashing onto the inner barge flashing 

from above and press down until ClickS is

latched.

Caution! Fasten the first barge flashing 

mounted to the eave with an additional 4.8x35 

Torx or Farmer screw.

4,2x32

4,8x35

DRIFT 224

MODULAR UNIVERSAL OUTER BARGE FLASHING

ClickS Lock



2.
Connect the barge flashings by sliding 

the flashing being installed onto the 

already installed one. Carry it out in two 

steps.

Step 1: Slide Drift 224 barge flashing 

onto the inner barge flashing from 

above and press down until ClickS is 

latched.

Step 2: Slide the flashing being installed 

onto the already installed one and 

fasten with 4.2x32

flat head screws.

The barge flashings are equipped with 

special slip-in locks.

3.
The final barge flashings installed to 

the top ridge need to be individually 

adjusted by cutting, depending on 

the length of the roof slope and the 

inclination angle of the roof.

Caution! Fasten the final barge flashing 

mounted to the eave with an additional 

4.8x35 Torx or Farmer screw.
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